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Fixed Rod Guide
Part Number Material Finish

702 steel zinc plated

 � use with channel rods on pg. 241

Fixed Rod Guide
Part Number Material Finish

702-01 steel zinc plated

 � use with tubular rods on pg. 239

Adjustable Rod Guide
Part 

Number
Material Finish

710 steel zinc plated

710SS 304SS passivated

710A
aluminum guide & 

304SS pin
tumbled

711 steel
mill guide & zinc 

plated pin

 � use with tubular rods on pg. 239

Shoulder Bolts for Center Cams
Part 

Number
Length Material Finish

703 .594 [15.09] steel zinc plated

760 .391 [9.93] steel zinc plated

760SS .391 [9.93] 304SS tumbled

 � part no. 703 is used on channel rods on page 241
 � part no. 760 & 760SS are used on tubular rods on 
page 239

TOP VIEW

(2) HOLES
5.16

15.9.63

.50 12.7

.203
1.25 31.8

FRONT VIEW

17.5.69

15.2.60
.27 6.8

RIGHT SIDE VIEW

32.51.28

1.69 42.9

.102 2.60

RIGHT SIDE VIEW

36.51.44

1.41 35.7

.102 2.60

FRONT VIEW

20.7.81

3.9.15 .44 11.1

TOP VIEW

.25 6.4
.62 15.9

.94 23.8

.312 7.93
(2) HOLES

1.25 31.8

1.13 28.6
.198 5.03

(2) HOLES

.50 12.7

TOP VIEW

.25 6.4

.38 9.5  TYP. .261 6.63
(4) HOLES

.06 1.6
TYP.

1.31 33.4

1.63 41.3

FRONT VIEW

.095 2.41 1.31 33.3

1.83 46.4

.75 19.1

.74 18.8

RIGHT SIDE VIEW

1.75 44.5

.25 6.4

PIN & E-CLIP

.500 12.70
TYP.5/16-18

THREAD
LENGTH.064 1.63 WIDE x

.064 [1.63] DEEP SLOT


