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Cam Locks

Part Number Length L Key Code Finish Body Mounting Cam Fastener Rotation

K04BSS---001 11/32 [9] CH751 stainless steel face hex nut spun-on 90°

K04BSS---002 11/32 [9] C415A stainless steel face hex nut spun-on 90°

K04ESS---001 7/16 [11] CH751 stainless steel face hex nut spun-on 90°

K04ESS---002 7/16 [11] C415A stainless steel face hex nut spun-on 90°

K04ICP---001^ « 5/8 [16] C413A chrome hex nut screw-on 90°

K04IBP---001^ « 5/8 [16] C413A bright brass hex nut screw-on 90°

K04ISS---001 5/8 [16] CH751 stainless steel face hex nut screw-on 90°

K04ISS---002 5/8 [16] C415A stainless steel face hex nut screw-on 90°

K04ISS---003 5/8 [16] CAT60 stainless steel face hex nut screw-on 90°

K04ISS---004*^ 5/8 [16] AH1 stainless steel face hex nut screw-on 90°/180°

K04ISS---005*^ 5/8 [16] AH2 stainless steel face hex nut screw-on 90°/180°

K04ISS---006*^ 5/8 [16] AH3 stainless steel face hex nut screw-on 90°/180°

K04ISS---007*^ 5/8 [16] AH4 stainless steel face hex nut screw-on 90°/180°

K04OSS---001 7/8 [22] CH751 stainless steel face hex nut screw-on 90°

K04OSS---002 7/8 [22] C415A stainless steel face hex nut screw-on 90°

K04TCP---001^ « 1-1/8 [29] C413A chrome hex nut screw-on 90°

K04TBP---001^ « 1-1/8 [29] C413A bright brass hex nut screw-on 90°

K04TSS---001 1-1/8 [29] CH751 stainless steel face hex nut screw-on 90°

K04TSS---002 1-1/8 [29] C415A stainless steel face hex nut screw-on 90°

K04TSS---003* 1-1/8 [29] AH1 stainless steel face hex nut screw-on 90°/180°

K04TSS---004* 1-1/8 [29] AH2 stainless steel face hex nut screw-on 90°/180°

K04TSS---005* 1-1/8 [29] AH3 stainless steel face hex nut screw-on 90°/180°

K04TSS---006 1-1/8 [29] C413A stainless steel face hex nut screw-on 90°

K04YSS---001 1-3/8 [35] CH751 stainless steel face hex nut screw-on 90°

K04YSS---002 1-3/8 [35] C415A stainless steel face hex nut screw-on 90°

 �material: die cast zinc
 � locks have (5) wafers
 � key code stamped on keys and face
 � includes: 

 � cam mounting screw
 � body nut
 � (2) keys per lock

 �NOTE: cam is not included (see pages 370-371 for cam selection) 

 ^  key code is not stamped on face
 «   includes trim ring
 *  locks include a 90° and 180° stop washer.  

(locks are packaged unassembled inside a sealed polybag)
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   key removable in both locked and  
unlocked positions

   Ø.86 [21.8] = plated head
   Ø.89 [22.6] = stainless steel scalped head


